
Complimentary 
AdBlue Refill.



Overseas model shown.

AdBlue is available from authorised Mercedes-Benz 
retailers and many service stations.

Complimentary AdBlue refills are available only between 
services at authorised Mercedes-Benz Vans retailers 
during the manufacturer’s warranty period or whilst 
under a Mercedes-Benz ServiceCare Plan.

Remember to top up the AdBlue tank regularly or, at the 
latest, after receiving the first warning message via the 
on-board computer.

Where can I get AdBlue?



AdBlue is an aqueous solution of urea and de-ionised water. 
It is a fluid used in the after-treatment of exhaust gases 
by a SCR catalytic convertor (SCR = Selective Catalytic 
Reduction) to reduce Nitrogen Oxide (NOx) emissions. 
AdBlue is injected into the exhaust gases and burnt at very 
high temperatures to convert exhaust gases into natural 
constituents of the air we breathe: nitrogen and water.

What is AdBlue?

Mercedes-Benz Euro 6-compliant diesel engines require 
AdBlue to comply with the stringent Euro 6 emissions 
standard and maintain the vehicle’s performance.  
Most Mercedes-Benz Vito, Valente, Marco Polo Activity,  
V-Class and and 907 and 910 Sprinters models have  
Euro 6-compliant diesel engines.

Why is AdBlue required?



Similar to fuel consumption, AdBlue use can vary 
depending on your driving style and the vehicle’s 
operating conditions. This could include load, traffic and 
vehicle conditions. The AdBlue tank size and average 
consumption rate are reflected in the table below.

Euro 6 Model AdBlue tank 
(litres)

Average consumption rate 
(litres per 1,000 km)

Vito, Valente, Marco Polo 
Activity and V-Class

25 1 – 1.5

Sprinter 22 2.5 – 4.0

If the supply of AdBlue is almost empty, the display shows 
the Refill AdBlue message in good time. If you continue 
driving without refilling the AdBlue tank, you will only be 
able to drive the vehicle the maximum distance shown.

If you operate the vehicle without AdBlue, the emissions 
standard will no longer be met, and the engine management 
system subsequently prevents the engine being started 
again until AdBlue is added to the AdBlue tank. Therefore 
top up the AdBlue tank regularly during vehicle operation 
or, at the latest, after receiving the first warning message 
via the on-board computer.

How often does AdBlue 
need to be used?



Where does AdBlue need  
to go in the vehicle?
AdBlue must only be filled into the vehicle’s separate 
AdBlue tank. The AdBlue filler neck is located behind 
the fuel filler flap near the passenger door for all Vito, 
Valente, Marco Polo Activity and V-Class models.  
Whilst the Sprinter (907 and 910) AdBlue filler neck  
is located under bonnet.

The AdBlue container and blue filler cap is located  
inside the engine compartment on the right hand  
side of the vehicle.
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